
®LUBCON  Products for 
High Vacuum Technology

Ultra High
Vacuum and Radiation

High Vacuum ® Turmotemp II/400 VAC Series

Outstanding lubricating and sealing greases 
-6suitable in high vacuum areas down to 10  

mbar. Based on perfluorinated polyether 
(PFPE) oils and showing optimal oxidation 
and thermal stability.

ü

ü

ü

ü

extremely low vapor pressure
high molecular weight
outstanding dielectric properties
compatible with all sealing materials

®Ultravac  1002

Low and middle speed bearing grease 
containing special white solid lubricants with 
excellent behavior at high temperatures and 
in high vacuum operating conditions down to 

-1210 mbar. Perfectly adapted for long term or 
long life lubrication of turbo molecular 
vacuum pumps due to its high pressure 
stability.

ü

ü

ü

excellent corrosion protection
low friction torque
speed factor up to 500 000 n x dm

Molecular and Turbo Molecular Pumps

Vanes and Valves ®Turmotemp  II/400 OX ü

ü

ü

BAM approved
low evaporation
no swelling of plastomers and 
elastomers

Complementary Products

®Thermoplex  LME 252 / 552

Unique grease technology suitable in high 
speed, high temperature and high vacuum 
areas.

 

Special high vacuum grease for lifetime 
lubrication of bearings and sealing 
properties in turbo molecular pumps. Unique 
combination of low molecular weight 
polymers and a special perfluorinated 
polyether structure enables an excellent 
thermal and chemical resistance with the 
lowest evaporation losses. For use in ultra 

-9vacuum down to 10  mbar.

®Ultratherm  2000

ü

ü

ü

speed factor up to 1 800 000 n x dm

temperature range -40°C to 160°C 
(short time 180°C)
low vapor pressure

ü

ü

ü

ü

excellent corrosion and wear 
protection
prevents swelling of plastics and 
elastomers
speed factor up to 300 000 n x dm

low evaporation losses

®Ultratherm  1000

It is used for special Ferrofluidic 
-8feedthroughs at high vacuum 10  mbar

ü

ü

BAM approved
no swelling of plastomers and 
elastomers

ü

ü

ü

excellent friction and wear protection
high temperature and pressure 
resistance
no swelling of plastomers and 
elastomers

®Turmotemp  M 802

Special sliding agent, suitable for high 
temperature applications.
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The indications made represent the present state of development and knowledge of LUBRICANT CONSULT GMBH which is subject to change without notification. The products are subject to severe controls of 
manufacture and comply in full with the specifications set forth by our company, but due to the multitude of different influencing factors, we cannot assume any warranty for the successful application in each individual 
case. Therefore, we recommend to perform field tests. We strictly refuse any liability.

LUBRICANT CONSULT GMBH
Lubricants   Lubrication Systems

Gutenbergstraße 13    63477 Maintal   GERMANY   P.O. Box 200 240   63469 Maintal   GERMANY
Tel.: +49 6109/7650-0   Fax: +49 6109/7650-51   Email: webmaster@lubcon.com   www.lubcon.com

EUROPE

Van Meeuwen Smeertechniek B.V.
Tel.: +31-294-49 44 94
Fax: +31-294-49 44 90
E-mail: info@vanmeeuwen.nl
www.vanmeeuwen.com

NORIKO AS
Tel.: +47-33-37 85 00
Fax: +47-33-37 85 01
E-mail: bww@noriko.no
www.noriko.no

LUBCON POLSKA Sp. z o.o.
Tel.: +48-81-7 21 68 30
Fax: +48-81-7 21 68 31
E-mail: polska@lubcon.com
www.lubcon.com

LUBCON d.o.o.
Tel.: +386-7-33 80 760
Fax: +386-7-33 80 763
E-mail: lubcon@lubcon.si
www.lubcon.si

LUBRITEC, S.A.
Tel.: +34-93-719 11 13
Fax: +34-93-719 12 57
E-mail: lubritec@lubritec.com
www.lubritec.com

Ringdahl Maskiner AB
Tel.: +46-8-14 02 75
Fax: +46-8-41 14 170
E-mail: clas@ringdahl-maskiner.se
Internet: www.ringdahl-maskiner.se

LUBCON Lubricant Consult AG
Tel.: +41-44-8 82 30 37
Fax: +41-44-8 82 30 38
E-mail: swiss@lubcon.com
www.lubcon.com

GEOCON Ltd. Þti.
Tel.: +90-216-561 15 26
Fax: +90-216-561 11 87
E-mail: geocon@geocon.com.tr
www.geocon.com.tr

Netherlands

Norway

Poland

Slovenia

Spain

Sweden

Switzerland

Turkey

EUROPE

Bulgaria Ireland
Cyprus Portugal
Greece Russia
Hungary

NORTH AMERICA

®LUBCON Turmo Lubrication, Inc.
Tel.: +1-616-575-6034
Fax: +1-616-575-6062
Toll free US & CAN:877-887-6658
E-mail: inquiry@lubconusa.com
www.lubconusa.com

Mexico

SOUTH AMERICA

Fuchs do Brasil S.A.
Tel.: +55-11-4789-2311
Fax: +55-11-4789-2670
E-mail: fuchs@fuchsbr.com.br
www.fuchsbr.com.br

Ecuador

AFRICA / MIDDLE EAST

FOCHEM International (Pty) Ltd.
Tel.: +27-11-903-9720
Fax: +27-11-903-9730
E-mail: info@fochem-
international.com

Egypt Saudi Arabia
Israel Tunisia
Iran UAE
Pakistan

ASIA/PACIFIC

Philippines
LUBCON Lubricant Asia
Regional Headquarter
E-mail: apsales@lubcon.com

Australia Korea
Bangladesh Malaysia
China New Zealand
Hong Kong Singapore
India Taiwan
Indonesia Thailand
Japan Vietnam

Further Distributors

United States

Further Distributors

Brazil

Further Distributors

South Africa

Further Distributors

Further Distributors

EUROPE

LUBRICANT CONSULT GMBH 
Office St. Gertraud
GSM: +43-6644183187
Fax: +43-4352-720 64
E-mail: austria@lubcon.com
www.lubcon.com

Van Meeuwen Special Lubricants N.V.
Tel.: +32-53-76 76 00
Fax: +32-53-21 52 03
E-mail: info@vanmeeuwen.be
www.vanmeeuwen.com

LUBCON s.r.o.
Tel.: +420-577-34 36 18
Fax: +420-577-34 20 09
E-mail: czechrepublic@lubcon.com
www.lubcon.com

A.H. INTERNATIONAL A/S
Tel.: +45-75-50 11 00
Fax: +45-75-50 20 21
E-mail: ahi@ahi.dk
www.lubcon.dk

Jukka Majuri Oy
Tel.: +358-3-515 41 26
Fax: +358-3-511 52 20
E-mail: jukka.majuri@lubcon.fi
www.lubcon.fi

LUBCON FRANCE S.A.R.L.
Tel.: +33-4-79 84 38 60
Fax: +33-4-79 84 38 61
E-mail: france@lubcon.com
www.lubcon.com

LUBCON Lubricants UK Ltd.
Tel.: +44-1943-601431
Fax: +44-1943-602645
E-mail: uk@lubcon.com
www.lubcon.com

LUBCON LUBRIFICANTI S.R.L.
Tel.: +39-0111-97 03 964
Fax: +39-0111-97 03 974
E-mail: italia@lubcon.com
www.lubcon.com

Austria

Belgium

Czech Republic

Denmark

Finland

France

Great Britain 

Italy

® LUBCON Vacuum Pump Technology


